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WALL BRACKETS / WRAPAROUND

WSE201 SERIES
CROSS SECTION

OPTIONS AND ACCESSORIES

SPECIFICATIONS

BACKPLATE SENSOR CONFIGURATION

ORDERING GUIDE

Side KO's
for 1/2" Conduit

6"

4_5/8"

Note:
Fixture with multi lamp type available,
consult factory for ordering detail.
Example:
2-Lamp T5HO + 1-Lamp T8

NOMINAL
LENGTH

4'
8'
4'
8'
4'
8'

TOTAL
LAMPS

1
2
2
4
3
6

WSE201-1-4M
WSE201-1-8MT
WSE201-2-4M
WSE201-2-8MT
WSE201-3-4M
WSE201-3-8MT

NOMINAL
LENGTH

4'
8'
4'
8'
4'
8'

TOTAL
LAMPS

1
2
2
4
3
6

WSE201-1-4R
WSE201-1-8RT
WSE201-2-4R
WSE201-2-8RT
WSE201-3-4R
WSE201-3-8RT

CATALOG NUMBER

11/16" STEM MTG. K.O.

7/8" OFFSET K.O.

2" K.O.

7/8" K.O. ON SIDE OF HOUSING
FOR 1/2" CONDUIT

A- ON / OFF

B- Step Dimming

MS 2 A

1- Middle Lamp
2- Outside Lamps

3- All Lamps

4- Other____________

Motion Sensor

52_5/8"

6"

42" O.C.

101_1/4"

6"

14" O.C.

60" O.C.

42" Off.C.

SPECIFIED

EXAMPLE

SERIES

WSE201 1/2 UNV
LAMP ROWS

VOLTAGE

BALLAST TYPE

1E8IL/2E54R/4M

NOMINAL LENGTH (FEET)

LAMP / WIRING

NOTE: LAMP/WIRING* M=Miniature Bi-PinT5
MT=Miniature Bi-Pin T5, TandemWiring

R=Medium Bi-PinT8
RT= MediumBi-Pin T8, TandemWiring

SR

REFLECTOR
OPTIONS SENSOR CONFIG.

MS2A

Emergency Battery Pack
External Line Fusing (HLR/GLR)
Radio Interference Filters

ELECTRICAL OPTIONS SUFFIX SUFFIX

Tamper Proof Screws (Hex Socket with Post)
Phillips Head Screw
Damp Location
Low Density
Fixture Suspending System

MECHANICAL OPTIONS
*
ELF
RIF

Electronic Ballasts T8
Electronic T8 Step Dimming
Electronic Ballast T5
Electronic Ballast T5HO
Electronic T5HO Step Dimming
Digital Addressable Ballast

BALLAST OPTIONS SUFFIX

*
E8SD
E5
E5H
E5HSD
DAB

*See Appropriate Reference Page

Specular Aluminum Reflector (95%)
White Aluminum Reflector (90%)

REFLECTOR OPTIONS SUFFIX

SR
WR

TP
PH
DL
LD
*

TYPE
CONSTRUCTION
REFLECTOR
OPTICS

FINISH
SENSOR
WIRING
LABELS

1,2or3lampssensorcontrolled parkingstructureluminaire.

22 ga.die formed cold rolled steel housing with18ga.end plates,spot weldedseams and corners.

Whitealuminum reflectorstandard,90%reflectance. (95%reflectancespecularaluminum reflectoravailable).

25% DR high impactlinear pattern clearacrylic lens,neoprene gasketed.Lenssecured bysteel lens-retainers and 2stainless

steel knurledhead thumbscrews. Phillipshead screws andtemper proofscrewsavailable.

Baked white powdercoatedfinish,minimum reflectance90%, painted afterfabrication.

Widerange infrared occupancysensor, 8'mounting height, 50'diameter coverage standard. Other sensor available.

120v 60Hz., 277v 60Hz., UNV (universal voltage 120vthru 277v.) or as otherwise specified.

U.L. or ETL Listed.


