ABBREVIATIONS Oregon Zoo Owner:
AB. ANCHOR BOLT s GAS R RISERRADIUS Metro/Oregon Zoo
ABV. ABOVE GA GAUGE/GAGE R) REMOVE 4001 SW Canyon Road
AC. ASPHALTIC CONCRETE GALV. GALVANIZED RA. RETURN AR Portland, OR 97221
ADA AMERICANS WITH DISABILITIES ACT GB GRAB BAR RCP REFLECTED CEILING PLAN
AD. AREA DRAIN GC GENERAL CONTRACTOR RB. RESILIENT BASE . A SERVICE OF METRO
ADJ. ADJUSTABLE/ADJACENT gi"‘l gggﬁ%‘-muu INTERRUPT S‘E'L zggi gsﬁ:s LEADER - Architect:
AFD. AUTOMATIC FIRE DAMPER i DL f H
N O IR DAMPE sl GALVANIZED IRON RECPT. RECEPTACLE P ro e ct Dangermond Keane Architecture, LLC Felines and
AHU. AIR HANDLING UNIT : RECT. RECTANGULAR
ALT. ALTERNATE GND. GROUND REF /RE: REFERENCE 1921 NW Keamney Street H OOfStOCk
ALUM.ORAL  ALUMINUM GR. GRADE REFL. REFLECTED Portland, OR 97209
ANOD. ANODIZED G.SM. GALVANIZED SHEET METAL REFR. REFRIGERATOR M etro RFB N 0. 1 3'2394 ROOfS
APPROX. APPROXIMATE GWB/GYP.BD.  GYPSUM BOARD REINF. REINFORCING/REINFORCED/REINFORCEMENT Roof Consultant Replace en t
: REQ./REQD REQUIRED . m
RESIL. RESILIENT - . A
BD. BOARD HAZ MAT HAZARDOUS MATERIALS Morrison Hershfield P
RET. RETURN . . . rojec
BITuM BITUMINOUS He HOSE BiBB RETG. RETANING Attachment 1: Feline Building Roof Replacement 5100 SW Macadam Ave Ste 500 J
: REV. REVISED/REVISION/REVERSED
. HDW HARDWARE . HPRH Portland, OR 97239 Metro RFB No. 13-2394
BLkG BLOCKING HM OO NETAL RE ee  ROCFRESILENTFLOORNG Attachment 2: Hoofstock Building Roof Replacement ortland
B.O. BOTTOM OF HORIZ HORIZONTAL RLG. ' RAILING
B.S. BOTH SIDES HP HIGH POINT RM. ROOM
BTWN. BETWEEN HR HOUR RND. ROUND i i
BUR. BUILT-UP ROOFING HT HEIGHT RO, ROUGH OPENING Bid Documents, April, 2013
BW. BOTH WAYS HVAC HEATING, VENTILATION RWL RAIN WATER LEADER
& AIR CONDITIONING
CB. CATCH BASIN HW HOT WATER a
Cc.C. CENTER TO CENTER S. SOUTH/SINK
CEM. CEMENT/CEMENTITIOUS 1.D. INSIDE DIAMETER (DIM.) SA. SUPPLY AIR/SINGLE ACTING PROJECT DATA DRAWING INDEX
CHAN. CHANNEL INCL. INCLUSIVE/INCLUDED scC. SOLID CORE
CHW. CHILLED WATER INSUL. INSULATION SCHED. SCHEDULE
cl. CAST IRON INT. INTERIOR SCR. SCREEN e PROJECT LOCATION: The Oregon Zoo -
C.IP. CAST IN PLACE INTERM INTERMEDIATE SDS SELF-DRILLING SCREWS 4001 Sva Canyon Road 2 ; gﬁgiiAéggggﬁm\?ﬂON Dangermon d Keane
cJ. CONTROL JOINT INV. INVERT SECT. SECTION -
cL. CENTER LINE SF. SQUARE FOOT Portland, OR 97221 - A
cLa. CEILING JAN. JANITOR SH. SHELF A-3 ATTACHMENT 1: ROOF PLAN - FELINES BUILDING Architecture LLC
cLo. CLOSET JB. JUNCTION BOX §n$,/SHWR, gng‘éVTER s PROJECT TYPE: Roof replacement on existing structures A-4 ATTACHMENT 2: ROOF PLAN - HOOFSTOCK BUILDING 1921 NW Kearney St
CLR. CLEAR JST. JoisT .
cMU CONCRETE MASONRY UNIT JT. JOINT SHTG. SHEATHING A-5 ROOFING DETAILS Portland OR 97209
co. CLEAN OUT 2:_’\4 g%l"sfé'? (503) 724-2961
coL. COLUMN KS. KNEE SPACE :
CONC. CONCRETE SLDG. SLIDING
COND. CONDITION g KoHEn SLNT SEALANT
KO. KNOCK OUT :
CONN. CONNECTION Kp. KICK PLATE SM. SHEET METAL SYMBOLS AND MATERIALS LEGEND GENERAL NOTES
CONSTR. CONSTRUCTION SM.S. SHEET METAL SCREW
CONT CONTINUOUS SPEC. SPECIFICATION ] ] ] ] .
CONTR. CONTRACTOR II:AM tmﬁ\lTTﬂég'/\lL(iMNATE S%K gggcréi SINK NOTES: 1. The Zoo will remain operational during roofing work. Access times, access
COORD. COORDINATE : o . paths, working times, and access procedures must be strictly adhered to and
CORR. CORRIDOR LAV. LAVATORY S.S.or ST.STL.  STAINLESS STEEL 1. Symbols related to specific drawings are sometimes defined on that drawing. . - .
CTR CENTER LB. POUND ST. STEAM/STAIN/STONE coordinated with the Zoo Representative.
W COLD WATER LDG. LANDING sTC. SOUND TRANSMISSION CLASS 2. Symbols for non-architectural drawings are defined on the information sheets
o LF. LINEAL FOOT STAG. STAGGERED for individual engineering disciplines. 2. The use of certain compounds can be harmful to the animals in close
t’f; t'g(':“gER 21‘3 gl’égLDARD proximity to the work. Coordinate the use of all chemicals and materials that
DBL. DOUBLE LoC. LOCATION STN. STAIN /1_\3'”‘ DETAIL IDENTIFICATION are not specified with the Zoo Representative.
DD DECK DRAIN LP. LOW POINT STOR. STORAGE 01 o . .
DEMO DEMOLITION LSS LIFE SUPPORT SYSTEMS STRUCT/STR.  STRUCTURAL w SHEET WHERE DETAIL IS DRAWN 3. Completely remove existing roof systems in order to install new roof. Prepare
DEPT. DEPARTMENT LVR. LOUVER gﬂgs gggsg#gg[) existing roof substrates to receive new roofing system following
DET. DETAIL sve. SERVICE $ WORK POINT & ELEVATION MARKER manufacturers recommendations and specified standards.
DF. DRINKING FOUNTAIN W SWITCH, SALT WATER
g:ﬁe g:ﬁggﬂi SYM. SYMMETRICAL 4. Inspect conditions of existing substrates and review conditions with Zoo
DIFF. DIFFUSER m:ﬁqHT mﬁ\m’z\ﬁmcs SYs. SYSTEM MATERIAL INDICATIONS Representative. Replace substrates such as sheathing, gypsum sheathing,
DIM./DIMD DIMENSION(ED) MAS. MASONRY blocking, nailers, and curbs, where deteriorated beyond reuse.
DISP. DISPENSER/DISPOSAL MATL MATERIAL [——1 woobsLockiNG 77777 steEL ) . )
DIV. DIVISION MAX MAXIMUM T/TRD. TREAD 5. Provide temporary weather protection for structures and substrates during
DN. DOWN ) ’ it
MB. MORTAR BED/MACHINE BOLT T&G TONGUE AND GROOVE CONTINUOUS WOOD v demolition and reroofing.
D.O. DOOR OPENING MECH MEGHANICAL TD. TRENCH DRAIN =1 e V224 aowimom 9
BRS' gg\?\/ﬁuspom MEMB. MEMBRANE TEL. TELEPHONE T ATH AND PLASTER ASSEMELY 6. Provide new roofing system where indicated per system description shown
DW. DISHWASHER ME&MTL MELGLF ACTURER IEMTPHK Iﬁm’(‘iﬁiggﬁéﬂgg RARY = below. Provide complete and integrated system in accordance with specified
DWG./DWGS. DRAWING(S) MH. MANHOLE THR/THRES.  THRESHOLD [ NSuLATION, BATT & GYPSUM BOARD standards and recommendations of selected roofing manufacturer, including
m:gc m:g&lﬂn&m\wg T 13';/&5 ég%mcsm FIRE SAFING VARIES roofing, cold-applied adhesive, protection board, insulation, cant strips, base
(E) or EXIST. EXISTING g INSULATION, RIGID, flashing and counterflashing, and copings.
ML METAL LATH TOP OF E==  RIGID, GLAZING )
EA. EACH TYPE VARIES
TOP OF CONCRETE/TOP OF CURB . . L - -
EF EXHAUST FAN M.0. MASONRY OPENING TOP OF FOOTING 7. Provide new insulation in thicknesses that at a minimum match the existing
EJ. EXPANSION JOINT M.R. MOISTURE RESISTANT CONCRETE EARTH, SOIL ; ;
L ELEVATION MTG. MOUNTING/MEETING ¥8:_‘I;lgl;: PAVEMENT g insulation to be removed.
ELEC ELECTRICAL . NEw TOPOFSTEEL [77777] CONCRETE MASONRY 8.  Provide crickets and tapered insulation to provide positive slope to scuppers Printing Date
EMER EMERGENCY NIC NONCOMBUSTIBLE TUBE STEEL and drains. Bid Documents April 2013
ENCL. ENCLOSURE NAT. NATURAL TRANSFORMER :
ENGR. ENGINEER N.G. NATURAL GAS TOP OF WALL T
EOS. EDGE OF SLAB N.I.C. NOT IN CONTRACT TYPICAL # Cald
EP. ELECTRICAL PANELBOARD NO. or # NUMBER —»! e pdnosie
EQ. EQUAL NOM. NOMINAL Base Ply ! End Lep
EQUIP, EQPT.  EQUIPMENT N.TS. NOT TO SCALE 8/2 Hngg;gggmﬁ —
EVAC. EVACUATION G. acker Boar
E.W. EACH WAY UL UNDERWRITER'S LABORATORY BID ALTERNATES Cold Revisions Date
EXH. EXHAUST or OVER Hh,l\fo thg'slgm%)mn OTHERWISE Application G e i
EXP. EXPANSION oc. ON CENTER N. . . . Adhesive Finish Ply
EXT. EXTERIOR oce OCCUPANACY UON UNLESS OTHERWISE NOTED 1. Eco Roof: Provide a complete and integrated eco roof system (green roof, SBS Cap Sheet
O.D. OUTSIDE DIAMETER vegetated roof) on the Hoofstock Building only (not required on Felines Roof). . - G 50
O.F.Cl OWNER FURNISHED S ificati f duct lity standard: d t 4 Cold Adhesive
CONTRACTOR INSTALLED VAC VACUUM ee specifications for products, quality standards and components. . Side Lap
FA. FIRE ALARM OFD. OVERFLOW DRAIN VAR, VARIES g
E/?:B. Eﬁ\IBISRII-I%AI;r(E:ONCRETE OFOL OWNER FURNISHED/ V.CT. VINYL COMPOSITE TILE £ PRTIy -
< OWNER INSTALLED VENT. VENTILATION Cold
F.C.O FLOOR CLEAN OUT OPNG. OPENING VERT. VERTICAL Adhesive ~r|
o FLOOR DRAINIFIRE DAVPER ore: o PoaE vie VERIFY IN e
DN FOUNDATION OPP. HAND/O.H. OPPOSITE HAND z(‘{ zg’me'N FIELD O
Fe FIRE EXTNGUSHER ViR VENTTHROUGH ROOF 3 Co Aty Fr Seale
ol iesive St d
FEC FIRE EXTINGUISHER CABINET R D) & SideLap 3 Apart (Min) ! NONE
FF. FINISH FLOOR ' W. WEST/WIDE/WIDTH * DKa Job Number
PAV. PAVING
F.G. FINISH GRADE oD PLANTER DRAIN w/ WITH
FHC FIRE HOSE CABINET PERE PERFORATED WC. WATER CLOSET/WALL COVERING 2-PLY SBS MODIFIED BITUMEN ROOF SYSTEM 1207
FIN. FINISHED y wic WHEELCHAIR
PERIM. PERIMETER
FIXT. FIXTURE WD. WOOD i
PERP. PERPENDICULAR . . . N ) — "
F.L. FLOW LINE PH. PENTHOUSE/PANIC HARDWARE WDW. WINDOW 9. Verify all dimensions before proceeding with the work. Notify the architect immediately Sheet Title
FL/FLR FLOOR PL. PLATE/PROPERTY LINE WIH WSB%%@JRR%TUTE of any discrepancy or variation. Do not proceed with affected work until the variation
FLasH FlLastine PLAM. PLASTIC LAMINATE Wb Winous or discrepancy is resolved. GENERAL
) PLAS. PLASTER
FLG. FLOORING W.0 WHERE OCCURS
FLUOR FLUORESCENT PLBG. PLUMBING WP WATERPROOFING OR WORK POINT 10. Do not scale drawings. If unable to locate dimensions for any item of work, consult I N FO RMATI O N
F.O. FINISHED OPENING/FACE OF PLYWD PLYWOOD W.R WATER RESISTANT architect for direction before proceeding.
FoC FACE OF CONCRETE R B oF CONNECTION WS WEATHERSTRIPPING
F.OF. FACE OF FINISH 6. WSCT. WAINSCOT . ) . ) . .
F.OM FACE OF MASONRY PR. PAIR WT/WGT WEIGHT 11, Details shown on drawings shall be incorporated into the project at all appropriate
F.O.S. FACE OF STUD/SLAB gsEEAB gsggﬁgﬁﬁ&m W.W.F. WELDED WIRE FABRIC locations whether specifically referenced at each location or not.
F.OW. FACE OF WALL g
FPRF. FIREPROOF 25’99 SSSEEDZTPYER SQUARE FOOT YD YARD 12.  Install necessary blocking, backing, etc. as required throughout to properly install the
FR. FRAME i POINT OR P A|N$ new roof systems per the manufacturer's instructions and best roofing practices
FRP. FIBERGLASS REINFORCED PLASTIC Sheet Number
FRT. FIRE RETARDANT TREATED PTD PAINTED ! ) " .
FRZ. FREEZER PTN./PART. PARTITION 13.  The contractor shall be responsible for and shall supervise all cutting and patching of
F.S. FLOOR SINK finished work already installed if made necessary by errors, changes, or other
FT. FEET/FOOT reasons. All replacement work shall match adjoining surfaces with no visible
FTG. FOOTING markings of redo/repair work.
FURN. FURNISHED -
FURR. FURRING/FURRED




CONTRACTOR
PARKING IN PUBLIC
LOT
SITE ACCESS NOTES:
1. Coordinate project access with Zoo Representative. Zoo will remain
operational during construction; access procedures must be closely
coordinated with Zoo Representative to minimize disturbance to animals and
guests.
2. Access and staging will only be allowed along approved routes and in
approved areas.
3. SECURITY AND SAFETY NOTE: Construction will take place adjacent to
wild and dangerous animals; exact security and safety procedures must be
followed and coordinated with Zoo Representative.
WORK TIMES/HOURS:
Felines Roof: 10 am - 6pm all days
b. Hoofstock Roof: 10 am to 6 pm all days - no deliveries on Tuesdays or
Wednesdays
C. Deliveries: Not allowed while the Zoo is open to the public - deliveries shall
be prior to opening
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ERECT STEEL CABLE TO Printing Date
COORDNATE LOCATION Ao ERECT CONSTRUCTION FENCE WITH Bid Documents  for 2013
ATTACHMENT WiTH 200 SHADE BARRIER TO SCREEN WORK
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|ROOF f
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NEW COPING. TYP. PROVIDE NEW ALUMINUM ROOF
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SPECIAL ROOF ACCESS AND SECURITY NOTES FOR FELINES BUILDING: ERECT CONSTRUCTION FENCE WITH FELI N ES
; : : ; ; ; SHADE BARRIER TO SCREEN WORK
1. Coordinate all access and staging with Zoo Representative. Zoo will remain
operational during construction; access procedures must be closely AREA FROM TIGER EXHIBIT B U l LD I N G
coordinated with Zoo Representative to minimize disturbance to animals and
guests.
2. Access and staging will only be allowed along approved routes and in Sheet Number
approved areas.
3. SECURITY AND SAFETY NOTE: Construction will take place adjacent to
wild and dangerous animals; exact security and safety procedures must be
followed and coordinated with Zoo Representative. m ROOF PLAN - FELINES BUILDING A- 3
4. Work hours and delivery times will be limited. Coordinate with Zoo A3 ) 1/8"=10"
Representative.
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operational during construction; access procedures must be closely coordinated
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FULLY ADHERED GRANULATED CAP SHEET

‘¥ SCUPPER NOT SHOWN FOR CLARITY

UNIT SKYLIGHT OR MECHANICAL UNIT AS
OCCURS; REMOVE AND REINSTALL TO
EXTEND CURB AND/OR FLASH PROPERLY

FULLY ADHERED BASE SHEET ¢

FOLLOW MFCR INSTRUCTIONS FOR LAP DIMENSIONS

PREFINISHED 24 GA GSM COPING/FASCIA - MATCH COLOR AND
PROFILE OF EXISTING COPING

COUNTERFLASHING
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2"X3" OVERFLOW PORT THROUGH SIDE OF CONDUCTOR HEAD
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e e R aig‘ﬁg‘“ous GSM FLASHING/CLEAT BED IN NEW NON-COMBUSTIBLE CANT g GRANULATED CAP SHEET ADHESIVELY H o OfStO ck
DOWNSPOUT - PAINT TO NEW PROTECTION BOARD L9 APPLIED PER MFCR INSTRUCTIONS R f
MATCH WALL - SEE DWG ABV - = o
VERIFY CONDITION OF PERIMETER NAILERS T BASE SHEET ADHESIVELY APPLIED PER O0oTS
REPLACE WITH TREATED WOOD DIMENSIONAL g VFOR INSTRUCTHIONS
NAILERS AS REQ'D o Replacement
w -
(%)
CONDUCTOR HEAD 1ISO (E) CONCRETE STRUCTURE | LAPPER _| = REPLACE (E) BLOCKING WHERE P rOjeCt
MFCR = DETERIORATED
b Metro RFB No. 13-2394
——— CLEAN AND PRIME (E) MASONRY WALL “= : )
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94 /
& PSSR, & a Q
N R e L DKa
SEALANT = FULLY ADHERED RIGID INSULATION AND 1
i PROTECTION BOARD - MATCH THICKNESS OF (E) CURB AS OCCURS NEW RIGID INSULATION -
\ 1-PIECE SS SCUPPER BOX WITH FLANGES ATTACHED EXISTING AND SLOPE TO DRAIN
3 TO CMU THROUGH (E) OPENINGS - PRIME METAL (E) WOOD OR CONC. MATCH THICKNESS OF EXISTING
[ WHERE MEMBRANE IS TO ADHERE - SUBSTRATE AS OCCURS
SET BOX IN MASTIC Dangermond Keane
a .
e \ Architecture LLC
J
LAP BASE FLASHING PER MFCR REC'S 1921 NW Kearney St
S FULLY ADHERED BASE SHEET AND m ROOF EDGE m CURB AT ROOF PENETRATION Portland OR 97209
GRANULATED CAP SHEET w 1-1/12"=1-0" w 1-1/12'=1-0" (503) 724-2961
NEW 22 GA GSM CONDUCTOR
HEAD AND 24 GA GSM 4"X6"
DOWNSPOUT - PAINT TO WATERTIGHT GSM UMBRELLA
MATCH WALL - SEE DWG ABV FLASHING SET IN SEALANT

7

GSM ROOF JACK MIN. 8" ABOVE FULLY ADHERED BASE SHEET

ROOFING; PRIME, SET IN

SEALANT, AND SECURE TO ROOF TAPER INSULATION TO FORM APPROXIMATELY 4'-0" SQUARE
SUMP AROUND ROOF DRAIN

SEALANT \%

/
DRAW-BAND AND CLAMP

SEALANT

30"X30" 4LB LEAD FLASHING COLLAR PRIMED & FLASHED IN PER
FULLY ADHERED GRANULATED MFCR REC'S

CAP SHEET

SET PLIES IN MASTIC MIN. 6" AROUND DRAIN COVER - NO. AND
RIGID INSULATION AND COVERBOARD

BASE FLASHING PER MFCR T SIZE OF DRAIN FLASHING PLIES PER MFCR REC'S

FULLY ADHERED BASE SHEET i ; T REPLACE DRAIN BODY AND COVER

= PROTECTION BOARD OVER RIGID 4 FULLY ADHERED GRANULATED CAP SHEET
\ s INSULATION
; i
EVALUATE (E) 3/8" PLYWOOD SHEATHING AND © EXISTING SUBSTRATE AS [
NAILERS AND REPLACE IN KIND AS NECESSARY . OCCURS - VERIFY CONDITION OF 1
WHERE DETERIORATED LAP PER MFCR REC'S

NAILERS AND REPLACE WHERE
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8 \ SCUPPER THROUGH PARAPET
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R
B
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)

Printing Date
Xgr«;{l;\égg&gmor\l OF (E) NAILER AND REPLACE Bid Documents April 2013
/5™ ROUND PENETRATION FLASHING (2
A5 1112'=1-0" A5 / NTS
FULLY ADHERED BASE
FLASHING MEMBRANE UP OVER
CAP FLASHING MEMBRANE Revisions Date
REPLACE DRAIN BODY AND COVER
CLEAN AND PRIME (E) MASONRY WALL 4 LB LEAD FLASHING- ROLL INTO PIPE 1 SET PLIES IN MASTIC MIN. 6" AROUND DRAIN COVER - NO. AND SIZE OF DRAIN
SEALANT FLASHING PLIES PER MFCR REC'S
1 Pl
o oaps 30"X30" 4LB LEAD FLASHING COLLAR PRIMED & FLASHED IN PER MFCR REC'S
FULLY ADHERED GRANULATED CAP SHEET
LAP BASE FLASHING PER MFCR REC'S FULLY ADHERED GRANULATED CAP SHEET
FULLY ADHERED BASE FLASHING FULLY ADHERED BASE SHEET
Z LEAD FLANGE - PRIME AND SET IN MASTIC FOLLOW MFCR INSTRUCTIONS FOR LAP DIMENSIONS
BASE FLASHING PER MFCR REC'S s Scale
< £ Noted
NON - COMBUSTIBLE CANT FULLY ADHERED BASE SHEET
DKa Job Number
; & 1 RIGID INSULATION AND COVERBOARD LAP DISTANCES PER MFCR REC'S 1 207
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Sheet Title
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