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  Universal Socket Bracket

ITEM NO. DESCRIPTION QTY.

1 1

2 1

3 4

4 8

5

PART NUMBER 

RRK_REF_8FT_2LT_T8 

MOB_PAN_STRIP_8FT 

SKR_SB

LEVITON 23661-SWP L

F32T8/28WS/850

SECTION A-A 
SCALE 1 : 2

 4.250 

 9.971 

 95.937 

A

A

J.BUTLER

J.BUTLER 8/20/2013

8/20/2013

D

C

B

AA

B

C

D

12345678

8 7 6 5 4

DO NOT SCALE DRAWING

RRK_8FT_2LT_T8 KIT

SHEET 1 OF 1

8/20/2013

8/20/2013

2 1

WITHOUT THE WRITTEN PERMISSION OF

REPRODUCTION IN PART OR AS A WHOLE

SCALE: 1:12
TEXAS FLUORESCENTS IS PROHIBITED.

THE INFORMATION CONTAINED IN THIS

WEIGHT: 

3

J.BUTLER

REV

J.BUTLER

S. CASKEY

DWG.  NO.

UNLESS OTHERWISE SPECIFIED:

PROPRIETARY AND CONFIDENTIAL

DRAWING IS THE SOLE PROPERTY OF

TEXAS FLUORESCENTS.  ANY 

.010

MATERIAL

FINISH

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

COMMENTS:

DATENAME

TITLE:

SIZE

B

DIMENSIONS ARE IN INCHES

TOLERANCES:

FRACTIONAL 1/32

ANGULAR:  1

TWO PLACE DECIMAL   .020

THREE PLACE DECIMAL  

8/20/2013

3

3

2

4

1

5

5

5

5

3

4

4

Kit Includes 1 each Maxlite SKEU324HEL/SC Ballast

Fixture #1 Kit

4Lamps

Reflector

Pan
Socket Bracket
Sockets

RFB 14-2451
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Lamp Type No. of 
Lamps

Input 
Voltage 

(V)

Input 
Current 

(A)

Input 
Power 

(W)

Power 
Factor

MAX THD 
(%)

Ballast 
Factor

Min. Starting 
Temperature 

(ºF)

Lamp Current 
Crest Factor B.E.F.

F32T8 32W 4 120/277 0.82/0.35 98/96 >0.98 <10% 0.77 0 1.7 0.79/0.80
F25T8 25W 4 120/277 0.64/0.27 76/74 >0.98 <10% 0.78 0 1.7 1.03/1.05
F17T8 17W 4 120/277 0.46/0.19 54/52 >0.98 <10% 0.81 0 1.7 1.50/1.56

F32T8/ES 30W 4 120/277 0.76/0.32 90/88 >0.98 <10% 0.77 0 1.7 0.86/0.88
F32T8/ES 28W 4 120/277 0.71/0.30 84/82 >0.98 <10% 0.77 0 1.7 0.92/0.94
F32T8/ES 25W 4 120/277 0.65/0.28 76 >0.98 <10% 0.77 0 1.7 1.01

F32T8 32W 3 120/277 0.68/0.29 81/80 >0.98 <10% 0.82 0 1.7 1.01/1.03
F25T8 25W 3 120/277 0.53/0.22 62/61 >0.98 <10% 0.84 0 1.7 1.35/1.38
F17T8 17W 3 120/277 0.37/0.18 44 >0.98 <15% 0.87 0 1.7 1.98

F32T8/ES 30W 3 120/277 0.62/0.27 75/74 >0.98 <10% 0.84 0 1.7 1.12/1.14
F32T8/ES 28W 3 120/277 0.57/0.25 69/68 >0.98 <10% 0.85 0 1.7 1.23/1.25
F32T8/ES 25W 3 120/277 0.53/0.23 63/62 >0.98 <10% 0.85 0 1.7 1.35/1.37

F40T8 40W 3 120/277 0.82/0.35 98/96 >0.98 <10% 0.84 32 1.7 0.86/0.88

• Meets ANSI Standard C82.11 • No PCBs
• Meets ANSI Standard C62.41 • UL/CUL Listed
• Meets FCC Part 18 Class A (non-Consumer Limits) • Class P, Type 1 Outdoor
• CEE “High Performance” and "Reduced Wattage" 32W T8 Lighting System • OCV 600v

Application:

Case Inches Inches (+/-1)
Length (L) 9.5 25
Width (W) 1.3 25
Height (H) 1 31
Mounting (M) 8.91 31
Weight (lbs.) 1.2 46

Lamp Operation Parallel / Instant start

SPECIFICATION

Energy Efficient Lighting Products

Performance: Safety:

Model No.

Input Voltage 120-277
Frequency 50/60hz

SKEU324HEL/SC
Ballast Type Electronic

Yellow

Lead Length
Black
White

• Remote Mounting: 18 ft. Max. overall lead length, 18AWG
• Maximum Case Temperature 75°C / 167° F
• Sound Rated - "A"
• Maximum Ambient Temperature 40°C / 105° F

Red
Blue

MaxLite®  12 York Avenue, West Caldwell, NJ 07006 info@maxlite.com   Web: www.maxlite.com 
Specifications subject to change without notice 

Fixture #1  Kit
RFB 14-2451
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
-1
0

Fixture #1 Kit
RFB 14-2451
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  Universal Socket Bracket

ITEM NO. PART NUMBER DESCRIPTION QTY.

1 RRK_REF_8FT_2LT_T8 1

2 SKR_SB 4
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CHECKED
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Fixture #2 Kit

Includes 4 each F32T8/28WS/850  Lamps
Includes 1 each  Maxlite SKEU324HEL Ballast

RFB 14-2451
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Lamp Type No. of 
Lamps

Input 
Voltage 

(V)

Input 
Current 

(A)

Input 
Power 

(W)

Power 
Factor

MAX THD 
(%)

Ballast 
Factor

Min. Starting 
Temperature 

(ºF)

Lamp Current 
Crest Factor B.E.F.

F32T8 32W 4 120/277 0.82/0.35 98/96 >0.98 <10% 0.77 0 1.7 0.79/0.80
F25T8 25W 4 120/277 0.64/0.27 76/74 >0.98 <10% 0.78 0 1.7 1.03/1.05
F17T8 17W 4 120/277 0.46/0.19 54/52 >0.98 <10% 0.81 0 1.7 1.50/1.56

F32T8/ES 30W 4 120/277 0.76/0.32 90/88 >0.98 <10% 0.77 0 1.7 0.86/0.88
F32T8/ES 28W 4 120/277 0.71/0.30 84/82 >0.98 <10% 0.77 0 1.7 0.92/0.94
F32T8/ES 25W 4 120/277 0.65/0.28 76 >0.98 <10% 0.77 0 1.7 1.01

F32T8 32W 3 120/277 0.68/0.29 81/80 >0.98 <10% 0.82 0 1.7 1.01/1.03
F25T8 25W 3 120/277 0.53/0.22 62/61 >0.98 <10% 0.84 0 1.7 1.35/1.38
F17T8 17W 3 120/277 0.37/0.18 44 >0.98 <15% 0.87 0 1.7 1.98

F32T8/ES 30W 3 120/277 0.62/0.27 75/74 >0.98 <10% 0.84 0 1.7 1.12/1.14
F32T8/ES 28W 3 120/277 0.57/0.25 69/68 >0.98 <10% 0.85 0 1.7 1.23/1.25
F32T8/ES 25W 3 120/277 0.53/0.23 63/62 >0.98 <10% 0.85 0 1.7 1.35/1.37

F40T8 40W 3 120/277 0.82/0.35 98/96 >0.98 <10% 0.84 32 1.7 0.86/0.88

• Meets ANSI Standard C82.11 • No PCBs
• Meets ANSI Standard C62.41 • UL/CUL Listed
• Meets FCC Part 18 Class A (non-Consumer Limits) • Class P, Type 1 Outdoor
• CEE “High Performance” and "Reduced Wattage" 32W T8 Lighting System • OCV 600v

Application:

Case Inches Inches (+/-1)
Length (L) 9.5 25
Width (W) 1.3 25
Height (H) 1 31
Mounting (M) 8.91 31
Weight (lbs.) 1.2 46

Lamp Operation Parallel / Instant start

SPECIFICATION

Energy Efficient Lighting Products

Performance: Safety:

Model No.

Input Voltage 120-277
Frequency 50/60hz

SKEU324HEL/SC
Ballast Type Electronic

Yellow

Lead Length
Black
White

• Remote Mounting: 18 ft. Max. overall lead length, 18AWG
• Maximum Case Temperature 75°C / 167° F
• Sound Rated - "A"
• Maximum Ambient Temperature 40°C / 105° F

Red
Blue

MaxLite®  12 York Avenue, West Caldwell, NJ 07006 info@maxlite.com   Web: www.maxlite.com 
Specifications subject to change without notice 

Fixture#2 Kit
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
-1
0

Fixture #2 KitRFB 14-2451
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Texas Fluorescents

2055 Luna Rd. Suite 142  Carrollton, TX 75006

Phone: 972-247-3171     Fax: 972-247-0200

www.texasfluorescents.com   emaiil: sales@texasfluorescents.com

Catalog Number:

Notes:

FEATURES & SPECIFICATIONS

Maximum Efficiency

Fast, simple installation

Remove reflectors without tools

SMALL CAN ballast ONLY accommodated

Troffer Retrofit Kit
Reflector Kit - Retrofit 2 lamp for troffer body

ORDERING INFORMATION Example: 24C2M20BL10

24C2

Series

22C2 - 2x2

24C2 - 2x4

M20 Premium mirrored full specular reflector

M10 Mirrored, standard specular (86%) reflector

W10 Enhanced white, reflector

Lamp Holders

B Standard

(Illustration Below)

M20 B

L10 Short, shunted, snap fit (for IS Ballast)

L11 Short, unshunted, snap fit (for RS and ProStart ballast)

MATERIALS

Reflectors are a premium and standard full specular 

mirrored aluminum, and echanced white. Socket Bars are 

white. Code gage steel.

L10-KIT       (KIT- Includes lamps and ballast)

9” 

2.38” 

19.5” 

Refletor 

Socket Bar

Two (2) pairs of 0.19” dia. Mounting holes

available at 4.75 or 10.38” centers

11.5” O.A. Length

2.38 O.A. Width

1.12”

0.5 Height

Kit Includes-

1 each Maxlite 2 Lamp SKEU322L/SC Ballast, 2 each 
Maxlite 4' F32T8/28WS/850 Lamps

Mirrored Reflector

White Reflector

Socket Brackets

24C2W10BL10 -KIT
Fixture #3 Kit

RFB 14-2451
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Lamp Type
No. of 

Lamps

Input 

Voltage 

(V)

Input 

Current 

(A)

Input 

Power 

(W)

Power 

Factor

MAX THD 

(%)

Ballast 

Factor

Min. Starting 

Temperature 

(ºF)

Lamp Current 

Crest Factor
B.E.F.

F32T8 32W 2 120/277 0.44/0.19 47 0.98 10 / 15% 0.78 0/-18 1.7 1.66

F25T8 25W 2 120/277 0.34/0.15 40/39 0.98 10 / 15% 0.81 0/-18 1.7 2.03/2.07

F17T8 17W 2 120/277 0.21/0.10 25 0.98 10 / 15% 0.84 0/-18 1.7 3.36

F32T8/ES 28W 2 120/277 0.36/0.16 44 0.98 10% 0.77 0/-18 1.7 1.75

F32T8/ES 25W 2 120/277 .32/.09 39 0.98 10% 0.77 0/-18 1.7 1.97

F40T8 40W 1 120/277 0.35/0.15 41/40 0.98 10 / 15% 0.89 32/0 1.7 2.17/2.23

F32T8 32W 1 120/277 0.24/0.11 29/28 0.98 10 / 15% 0.83 0/-18 1.7 2.86/2.96

F25T8 25W 1 120/277 0.21/0.10 25 0.98 10 / 15% 0.8 0/-18 1.7 3.2

F32T8/ES 28W 1 120/277 0.24/0.11 29 0.98 10% 0.85 0/-18 1.7 2.93

F32T8/ES 25W 1 120/277 0.22/0.10 27 0.98 10% 0.85 0/-18 1.7 3.15

• No PCBs

• UL/CUL Listed

• Class P, Type 1 Outdoor

• CEE “High Performance” 32W T8 Lighting System • OCV 600v

Application:

• Remote Mounting: 18 ft. Max. overall lead length, 18AWG

Case Inches Inches (+/-1)

Length (L) 9.5 25

Width (W) 1.3 25

Height (H) 1 46

Mounting (M) 8.91 31

Weight (lbs.) 1.10 lbs N/A 

Lamp Operation Parallel / Instant start

SPECIFICATION

Energy Efficient Lighting Products

Model No.

Input Voltage 120-277

Frequency 50/60hz

SKEU322L/SC

Ballast Type Electronic

Blue

Yellow

Lead Length

Black

White

Performance: Safety:

Red

• Meets ANSI Standard C82.11

• Meets ANSI Standard C62.41

• Meets FCC Part 18 Class A (non-Consumer Limits)

• Maximum Case Temperature 75°C / 167° F

• Sound Rated - "A"

• Maximum Ambient Temperature 40°C / 105° F

MaxLite®  12 York Avenue, West Caldwell, NJ 07006 info@maxlite.com   Web: www.maxlite.com 
Specifications subject to change without notice 

Fixture #3 KitRFB 14-2451
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
-1
0

Fixture #3 KitRFB 14-2451
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TEXAS FLUORESCENTS IS PROHIBITED.

THE INFORMATION CONTAINED IN THIS

3

J.BUTLER

REV

S. CASKEY

UNLESS OTHERWISE SPECIFIED:

SCALE: 1:24

PROPRIETARY AND CONFIDENTIAL

DRAWING IS THE SOLE PROPERTY OF

TEXAS FLUORESCENTS.  ANY 

.010

MATERIAL

FINISH

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

COMMENTS:

DATENAME

TITLE:

J.BUTLER

DIMENSIONS ARE IN INCHES

TOLERANCES:

FRACTIONAL 1/32

ANGULAR:  1

TWO PLACE DECIMAL   .020

THREE PLACE DECIMAL  

8/28/2013
Fixture #4 Kit

Reflector
Socket Brackets
Sockets

Includes 4 each Maxlite F32T8/28WS/850 Lamps

Includes 1 each Maxlite SKEU324HEL Ballast

RFB 14-2451
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Lamp Type No. of 
Lamps

Input 
Voltage 

(V)

Input 
Current 

(A)

Input 
Power 

(W)

Power 
Factor

MAX THD 
(%)

Ballast 
Factor

Min. Starting 
Temperature 

(ºF)

Lamp Current 
Crest Factor B.E.F.

F32T8 32W 4 120/277 0.82/0.35 98/96 >0.98 <10% 0.77 0 1.7 0.79/0.80
F25T8 25W 4 120/277 0.64/0.27 76/74 >0.98 <10% 0.78 0 1.7 1.03/1.05
F17T8 17W 4 120/277 0.46/0.19 54/52 >0.98 <10% 0.81 0 1.7 1.50/1.56

F32T8/ES 30W 4 120/277 0.76/0.32 90/88 >0.98 <10% 0.77 0 1.7 0.86/0.88
F32T8/ES 28W 4 120/277 0.71/0.30 84/82 >0.98 <10% 0.77 0 1.7 0.92/0.94
F32T8/ES 25W 4 120/277 0.65/0.28 76 >0.98 <10% 0.77 0 1.7 1.01

F32T8 32W 3 120/277 0.68/0.29 81/80 >0.98 <10% 0.82 0 1.7 1.01/1.03
F25T8 25W 3 120/277 0.53/0.22 62/61 >0.98 <10% 0.84 0 1.7 1.35/1.38
F17T8 17W 3 120/277 0.37/0.18 44 >0.98 <15% 0.87 0 1.7 1.98

F32T8/ES 30W 3 120/277 0.62/0.27 75/74 >0.98 <10% 0.84 0 1.7 1.12/1.14
F32T8/ES 28W 3 120/277 0.57/0.25 69/68 >0.98 <10% 0.85 0 1.7 1.23/1.25
F32T8/ES 25W 3 120/277 0.53/0.23 63/62 >0.98 <10% 0.85 0 1.7 1.35/1.37

F40T8 40W 3 120/277 0.82/0.35 98/96 >0.98 <10% 0.84 32 1.7 0.86/0.88

• Meets ANSI Standard C82.11 • No PCBs
• Meets ANSI Standard C62.41 • UL/CUL Listed
• Meets FCC Part 18 Class A (non-Consumer Limits) • Class P, Type 1 Outdoor
• CEE “High Performance” and "Reduced Wattage" 32W T8 Lighting System • OCV 600v

Application:

Case Inches Inches (+/-1)
Length (L) 9.5 25
Width (W) 1.3 25
Height (H) 1 31
Mounting (M) 8.91 31
Weight (lbs.) 1.2 46

Lamp Operation Parallel / Instant start

SPECIFICATION

Energy Efficient Lighting Products

Performance: Safety:

Model No.

Input Voltage 120-277
Frequency 50/60hz

SKEU324HEL/SC
Ballast Type Electronic

Yellow

Lead Length
Black
White

• Remote Mounting: 18 ft. Max. overall lead length, 18AWG
• Maximum Case Temperature 75°C / 167° F
• Sound Rated - "A"
• Maximum Ambient Temperature 40°C / 105° F

Red
Blue

MaxLite®  12 York Avenue, West Caldwell, NJ 07006 info@maxlite.com   Web: www.maxlite.com 
Specifications subject to change without notice 

Fixture #4 KitRFB 14-2451
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
-1
0

Fixture #4 Kit
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SECTION A-A 
SCALE 1 : 3
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REPRODUCTION IN PART OR AS A WHOLE

SCALE: 1:12
TEXAS FLUORESCENTS IS PROHIBITED.

THE INFORMATION CONTAINED IN THIS

WEIGHT: 

3
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REV

J.BUTLER

S. CASKEY
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PROPRIETARY AND CONFIDENTIAL

DRAWING IS THE SOLE PROPERTY OF

TEXAS FLUORESCENTS.  ANY 

.010

MATERIAL

FINISH

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

COMMENTS:

DATENAME

TITLE:

DIMENSIONS ARE IN INCHES

TOLERANCES:

FRACTIONAL 1/32

ANGULAR:  1

TWO PLACE DECIMAL   .020

THREE PLACE DECIMAL  

8/20/2013

 95.937 

A

A

Fixture # 5 Kit

Includes 2 each Maxlite SKEU324HEL Ballasts

Reflector
Socket Bracket
Pan
Sockets
Lamps

RFB 14-2451
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
-1
0
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Lamp Type No. of 
Lamps

Input 
Voltage 

(V)

Input 
Current 

(A)

Input 
Power 

(W)

Power 
Factor

MAX THD 
(%)

Ballast 
Factor

Min. Starting 
Temperature 

(ºF)

Lamp Current 
Crest Factor B.E.F.

F32T8 32W 4 120/277 0.82/0.35 98/96 >0.98 <10% 0.77 0 1.7 0.79/0.80
F25T8 25W 4 120/277 0.64/0.27 76/74 >0.98 <10% 0.78 0 1.7 1.03/1.05
F17T8 17W 4 120/277 0.46/0.19 54/52 >0.98 <10% 0.81 0 1.7 1.50/1.56

F32T8/ES 30W 4 120/277 0.76/0.32 90/88 >0.98 <10% 0.77 0 1.7 0.86/0.88
F32T8/ES 28W 4 120/277 0.71/0.30 84/82 >0.98 <10% 0.77 0 1.7 0.92/0.94
F32T8/ES 25W 4 120/277 0.65/0.28 76 >0.98 <10% 0.77 0 1.7 1.01

F32T8 32W 3 120/277 0.68/0.29 81/80 >0.98 <10% 0.82 0 1.7 1.01/1.03
F25T8 25W 3 120/277 0.53/0.22 62/61 >0.98 <10% 0.84 0 1.7 1.35/1.38
F17T8 17W 3 120/277 0.37/0.18 44 >0.98 <15% 0.87 0 1.7 1.98

F32T8/ES 30W 3 120/277 0.62/0.27 75/74 >0.98 <10% 0.84 0 1.7 1.12/1.14
F32T8/ES 28W 3 120/277 0.57/0.25 69/68 >0.98 <10% 0.85 0 1.7 1.23/1.25
F32T8/ES 25W 3 120/277 0.53/0.23 63/62 >0.98 <10% 0.85 0 1.7 1.35/1.37

F40T8 40W 3 120/277 0.82/0.35 98/96 >0.98 <10% 0.84 32 1.7 0.86/0.88

• Meets ANSI Standard C82.11 • No PCBs
• Meets ANSI Standard C62.41 • UL/CUL Listed
• Meets FCC Part 18 Class A (non-Consumer Limits) • Class P, Type 1 Outdoor
• CEE “High Performance” and "Reduced Wattage" 32W T8 Lighting System • OCV 600v

Application:

Case Inches Inches (+/-1)
Length (L) 9.5 25
Width (W) 1.3 25
Height (H) 1 31
Mounting (M) 8.91 31
Weight (lbs.) 1.2 46

Lamp Operation Parallel / Instant start

SPECIFICATION

Energy Efficient Lighting Products

Performance: Safety:

Model No.

Input Voltage 120-277
Frequency 50/60hz

SKEU324HEL/SC
Ballast Type Electronic

Yellow

Lead Length
Black
White

• Remote Mounting: 18 ft. Max. overall lead length, 18AWG
• Maximum Case Temperature 75°C / 167° F
• Sound Rated - "A"
• Maximum Ambient Temperature 40°C / 105° F

Red
Blue

MaxLite®  12 York Avenue, West Caldwell, NJ 07006 info@maxlite.com   Web: www.maxlite.com 
Specifications subject to change without notice 
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
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0
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Lamp Type
No. of 

Lamps

Input 

Voltage 

(V)

Input 

Current 

(A)

Input 

Power 

(W)

Power 

Factor

MAX THD 

(%)

Ballast 

Factor

Min. Starting 

Temperature 

(ºF)

Lamp Current 

Crest Factor
B.E.F.

F32T8 32W 2 120/277 0.44/0.19 47 0.98 10 / 15% 0.78 0/-18 1.7 1.66

F25T8 25W 2 120/277 0.34/0.15 40/39 0.98 10 / 15% 0.81 0/-18 1.7 2.03/2.07

F17T8 17W 2 120/277 0.21/0.10 25 0.98 10 / 15% 0.84 0/-18 1.7 3.36

F32T8/ES 28W 2 120/277 0.36/0.16 44 0.98 10% 0.77 0/-18 1.7 1.75

F32T8/ES 25W 2 120/277 .32/.09 39 0.98 10% 0.77 0/-18 1.7 1.97

F40T8 40W 1 120/277 0.35/0.15 41/40 0.98 10 / 15% 0.89 32/0 1.7 2.17/2.23

F32T8 32W 1 120/277 0.24/0.11 29/28 0.98 10 / 15% 0.83 0/-18 1.7 2.86/2.96

F25T8 25W 1 120/277 0.21/0.10 25 0.98 10 / 15% 0.8 0/-18 1.7 3.2

F32T8/ES 28W 1 120/277 0.24/0.11 29 0.98 10% 0.85 0/-18 1.7 2.93

F32T8/ES 25W 1 120/277 0.22/0.10 27 0.98 10% 0.85 0/-18 1.7 3.15

• No PCBs

• UL/CUL Listed

• Class P, Type 1 Outdoor

• CEE “High Performance” 32W T8 Lighting System • OCV 600v

Application:

• Remote Mounting: 18 ft. Max. overall lead length, 18AWG

Case Inches Inches (+/-1)

Length (L) 9.5 25

Width (W) 1.3 25

Height (H) 1 46

Mounting (M) 8.91 31

Weight (lbs.) 1.10 lbs N/A 

Lamp Operation Parallel / Instant start

SPECIFICATION

Energy Efficient Lighting Products

Model No.

Input Voltage 120-277

Frequency 50/60hz

SKEU322L/SC

Ballast Type Electronic

Blue

Yellow

Lead Length

Black

White

Performance: Safety:

Red

• Meets ANSI Standard C82.11

• Meets ANSI Standard C62.41

• Meets FCC Part 18 Class A (non-Consumer Limits)

• Maximum Case Temperature 75°C / 167° F

• Sound Rated - "A"

• Maximum Ambient Temperature 40°C / 105° F

MaxLite®  12 York Avenue, West Caldwell, NJ 07006 info@maxlite.com   Web: www.maxlite.com 
Specifications subject to change without notice 
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Texas Fluorescents

2055 Luna Rd. Suite 142  Carrollton, TX 75006

Phone: 972-247-3171     Fax: 972-247-0200
Notes:

FEATURES & SPECIFICATIONS
INTENDED USE

SIZE W x L x H in inches (mm)

LAMP

CONSTRUCTION

200 Series

ORDERING INFORMATION
Example: 200A432MV

200 32 MV2

Series
Ballast & Voltage [1]

Lamp Type [1]

Options [1]

200 

Lamp Count

2 or 4 

 included in 
KIT

EM  
EM14 /
KIT      Includes Maxlite F32T8/28WS/850 Lamps

17 

32

54 46 in. T5HO

 

 

Notes

S Residential 120V Ballast

E120 

E277 

MV 

H120 

H277   

Lens Material [2]

A 

A

LISTING

protected, class P, HPF, Non PCB

ELECTRICAL

DIFFUSERS

side walls direct the light ceilingwards, which can

housing.

Specification Grade Wraparound

Tandem Code [4]

Blank 

8

Fixture #7 Kit

200A232MV-KIT

Fixture #7 KIT

KIT

RFB 14-2451
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Notes:

Texas Fluorescents

2055 Luna Rd. Suite 142  Carrollton, TX 75006

Phone: 972-247-3171     Fax: 972-247-0200

DIMENSIONS

200 Series
Specification Grade Wraparound

PHOTOMETRICS

Floor

Ceiling

1 0.69 0.66 0.63 0.67 0.64 0.62 0.63 0.61 0.59

0.66 0.63 0.60 0.65 0.62 0.59 0.61 0.59 0.57

3 0.64 0.60 0.62 0.55 0.59 0.55 0.53

4 0.61 0.57 0.53 0.59 0.56 0.52 0.56 0.53 0.51

5 0.53 0.49 0.56 0.52 0.49 0.53 0.50 0.47

6 0.53 0.44 0.51 0.47 0.43 0.45 0.42

7 0.49 0.44 0.40 0.43 0.39 0.45 0.41

0.44 0.34 0.43 0.34 0.41 0.36 0.33

9 0.33 0.29 0.39 0.34 0.36 0.31

10 0.30 0.25 0.21 0.29 0.24 0.21 0.24 0.21

Distribution Curve

Location of Knockouts On Top Of Housing

End Views

Coefficients of Utilization 2-Lamp - 40 Watt

90

75

60

45

30150

200A232MV-KIT

Fixture #7 KIT

Fixture #7 KitRFB 14-2451
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500

25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100

25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000

28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500

28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100

28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000

Linear Fluorescent Lamp

XL SUPER T8 SERIES,

PREMIUM T8 & Watt Saver

XL SUPER T8 SERIESSPECIFICATIONS

ENERGY EFFICIENT LIGHTING PRODUCTS

FCC Certified

ISO 9002 Certified

Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard

32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500

32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100

32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000

32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500

F32T8/835XL
24,000 Hour

(7) 6762751058 (8)
�

F32T8/841XL
24,000 Hour

(7) 6762751050 (2)
�

F32T8/850XL
24,000 Hour

(7) 6762751049 (6)
�

F32T8/865XL
24,000 Hour

(7) 6762751060 (1)
�

�
UPC Codes

PRODUCT FOCUS

Watt Saver T8 SeriesSPECIFICATIONS

All specifications are subject to change without notice

1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com

MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com

MaxLite™ :

F32T8/25WS/835
24,000 Hour

(7) 6762751031 (1)
�

F32T8/25WS/841
24,000 Hour

(7) 6762751032 (8)
�

F32T8/25WS/850
24,000 Hour

(7) 6762751033 (5)
�

F32T8/28WS/835
24,000 Hour

(7) 6762711209 (6)
�

F32T8/28WS/841
24,000 Hour

(7) 6762711208 (9)
�

F32T8/28WS/850
24,000 Hour

(7) 6762711210 (2)
�

M
A
X
1
0
4
9
4
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0
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Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard


25 51031 F32T8/25WS/835 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 3500


25 51032 F32T8/25WS/841 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 4100


25 51033 F32T8/25WS/850 Watt Saver 25W T8 4’ 2400 24,000� 85 25 Y 5000


28 11209 F32T8/28WS/835 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 3500


28 11208 F32T8/28WS/841 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 4100


28 11210 F32T8/28WS/850 Watt Saver 28W T8 4’ 2725 24,000� 85 25 Y 5000


Linear Fluorescent Lamp


XL SUPER T8 SERIES,


PREMIUM T8 & Watt Saver


XL SUPER T8 SERIESSPECIFICATIONS


ENERGY EFFICIENT LIGHTING PRODUCTS


FCC Certified


ISO 9002 Certified


Watts Order Description Lumens Lamp CRI Case Cathode K
Code Life (Hrs) Pack Guard


32 51058 F32T8/835XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 3500


32 51050 F32T8/841XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 4100


32 51049 F32T8/850XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 5000


32 51060 F32T8/865XL  T8 4’ High Lumen 3200 24,000� 85 25 Y 6500


F32T8/835XL
24,000 Hour


(7) 6762751058 (8)
�


F32T8/841XL
24,000 Hour


(7) 6762751050 (2)
�


F32T8/850XL
24,000 Hour


(7) 6762751049 (6)
�


F32T8/865XL
24,000 Hour


(7) 6762751060 (1)
�


�
UPC Codes


PRODUCT FOCUS


Watt Saver T8 SeriesSPECIFICATIONS


All specifications are subject to change without notice


1-800-555-5629    Fax: 973-244-7300    info@maxlite.com    www.maxlite.com


MaxLite West™ :    1-800-793-1212    Fax: 909-944-1442    info@maxlite.com    www.maxlite.com


MaxLite™ :


F32T8/25WS/835
24,000 Hour


(7) 6762751031 (1)
�


F32T8/25WS/841
24,000 Hour


(7) 6762751032 (8)
�


F32T8/25WS/850
24,000 Hour


(7) 6762751033 (5)
�


F32T8/28WS/835
24,000 Hour


(7) 6762711209 (6)
�


F32T8/28WS/841
24,000 Hour


(7) 6762711208 (9)
�


F32T8/28WS/850
24,000 Hour


(7) 6762711210 (2)
�
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